
Movable glass partition walls for  
transparent partitioning

VARITRANS 
STRAIGHTLINE
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A COMPLETELY  
OPEN FEELING

Regardless open or closed: With its movable, translucent glass panels, Varitrans 
creates a spacious room ambience, separating functional zones without the distrac-
tion of visual barriers. Offering the exceptional user friendliness that characterises 
all partition systems from Dorma Hüppe, the elements of this system can be quick-
ly and reliably moved into and out of position.

A transparent approach to flexible partitioning.
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Distinctive and elegant – generating a light, 
bright spatial effect 

With its glass elements, Varitrans creates a 
bright, friendly spatial atmosphere in modern 
banks and building societies in which both  
employees and customers are made to feel  
“at home”. With the emphasis on attractive 
transparency, the partition system is inherently 
highly attractive, enhancing the overall archi-
tecture in terms of openness and design. With 
a generous view of the entire space being  
retained even when individual functional areas 
are divided or temporarily closed.

LIGHT, BRIGHT AND  
SERVICE-ALIGNED  
FROM BEGINNING TO END 
Transparent solutions  
for open dialogue with customers.

Flexible service around the clock

With many configurations available for imple-
mentation, Varitrans can be individually adapt-
ed both to the building architecture and the  
requirements of specific business operations. 
For example, the self-service zone can be  
separated from the customer centre in a mat-
ter of seconds.

Visually open, functionally separated: Even when only the service area is freely accessible, 
the entire space still remains in full view.  
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SAFE AND RELIABLE  
OPERATION –  
DAY IN, DAY OUT
High quality and ease of use.

Where safety is paramount

Varitrans comes with high manufacturing  
quality as standard. It is robust and durable. 
Many innovative solutions in relation to safety, 
monitoring and locking ensure reliable  
operation, backed up by Dorma Hüppe’s  
expert servicing capability to ensure many 
years of satisfaction.
 

Thought through down to the last detail

The partition system is easy to operate and tai-
lored to the requirements of everyday usage. 
Various functional areas can thus be separated 
from or connected to one another effortlessly, 
safely and quickly.

Elegance and safety: Varitrans Straightline impresses  
with its clear, straightforward allure and easy operability.
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TRANSPARENCY  
FOR ENHANCED 
AESTHETIC ELEGANCE
Always the right solution where flexibility in 
partitioning is required.

The design possibilities of the Varitrans partition system are 
as widely varied as the applications in which they provide 
such excellent day-to-day service.

For rooms of different  
types and usage

Easy to operate and quickly manoeuvrable, 
the Varitrans partition system from Dorma 
Hüppe offers particular strengths for quickly 
adapting room structures to changing  
business processes and temporary usage 
profiles. 

Rooms may need to be enlarged or reduced 
in size, entrances or lobbies provided, and 
room-in-room situations created. On the  
other hand, quiet and discretion zones may 
be required but without impairing visibility – 
even with all systems closed.
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OPEN FOR FUNCTIONAL	
SOLUTIONS IN SPACE 
Varitrans brings mobility  
to daily room utility.

Plenty of creative scope  
with glass

The safety glass in the Varitrans elements  
can be superbly modified by screen printing, 
sandblasting and more, enabling lettering 
and logos or customised designs based on a 
client’s own ideas to be incorporated. 

With the possibilities ranging from full trans-
parency to total opacity, you can achieve the 
required balance between openness and  
discretion, depending on how much visibility 
you wish to allow.

Room-high Varitrans elements generate a particularly airy at-
mosphere with plenty of light flooding through. In their stand-
ard design, they can be provided up to heights of four metres.
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Glass walls with easy  
manual operability

The manual version alone is impressive in 
terms of its easy operability and reliable func-
tionality – thus complementing its stylish 
charm. The functional elements of the locking 
system are concealed for invisibility in the pro-
files. The elegant allure is further enhanced by  
the innovative door closers which are integrat-
ed in their entirety within the door rail.  

Optional accessories add to the operational 
convenience, offering more control and security.
 

INCLUDED AS STANDARD
YET MORE  
THAN MERE STANDARD
Manual operation – easy, safe, reliable.

The standard operating package
at a glance

•	 Effortless operability
•	� Minimal operating noise thanks to  

precision-made aluminium tracks
•	� Elegant design with integrated operating  

elements 
•	� Lower lock can be operated by hand  

and foot 

Control made easy: The lock status of the door leaf is appar-
ent at a glance.

Safety is the top priority: Thanks to reliable, easy-to-operate 
locks, Varitrans Straightline meets the very highest of safety 
and security standards.

Functional and aesthetic: With the single-action pivoting / 
sliding panel, the door closer is completely concealed in the 
overhead rail, rendering it invisible.

Even more convenience: Optional double brush seals appre-
ciably reduce draught underflow.

Visualised look status Safety technologyIntegrated door closer Draught exclusion
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Fully automatic  
actuation at the push of a button

With ComfortDrive, transparent partition 
elements can be moved to their individually 
pre-programmed position under fully automat-
ic control. 

The control interface takes the form of a  
user-friendly touch screen. Asidefrom the  
standard functions “Open”, “Close”  and “Stop”,  
a number of special positioning modes such  
as “One element open” (personnel function), 
“slide position” or various free positioning  
patterns can be individually programmed  
and selected.

ComfortDrive
at a glance:

•	Fast assembly/disassembly speed
•	�Easy operation with self-explanatory  

touch screen
•	�Can be individually programmed in line  

with customer requirements
•	�Fully automatic wall flaps for the end of  

the niche, optional
•	� Track in slimline design (only 98 mm wide)

Effortless operation 
thanks to self-explan-
atory Premium touch 
display

FULLY AUTOMATIC 
EVEN MORE CONVENIENCE
ComfortDrive – the premium operation with  
modern BUS technology.

Quickly opened, quickly closed: with ComfortDrive, the 
Varitrans elements move quickly to the desired position, 
monitored by Smart Control.

The safety function in ComfortDrive: If an obstruction is 
detected, the system stops and reverses.

Just two of many options which can be programmed in a cus-
tomer-specific manner for flexible room management: Above 
a freely selected position, below the so-called slide position.

Virtually invisible: The inset floor rail with a width of just  
8 mm prevents tripping. The integrated PTFE profiles ensure 
a quiet, smooth movement.

The fully automatic wall clap neatly positions the element.  
It effortlessly opens and closes the element without any additional hand movements.

250 mm/s

High travel speed Safety firstIndividual programming Narrow floor rail
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Operating the  
Straightline elements

Manual  
(M)

Fully automatic  
(ComfortDrive)

Fullwall element (VE)  

Angle element (WE 91°-159°)  

Angle element (WE 160°-179°)  

Corner element 90° (EE)  

Swing door (PT)  —

Passdoor (DT), double passdoor (DTZ)  —

Portal frame door (DT-H)  

Wall flap (WK)  —

Fixed full height passdoor, electrical (FTE) — 

Door connection element (TA) — 

Wall flap, electrical (WKE) — 

FLEXIBLE DESIGN  
WITH A WIDE VARIETY  
OF ELEMENTS

Varitrans Straightline offers endless 
possible applications.

Fullwall element (VE)

�Wall flap (WK) 
with pivot bearing

Door connection elements (TA),  
in combination with FTE

Wall flap (WKE), electrical made of 
metal, lacquered according to RAL

Angle element (WE 91°- 159°) Angle element (WE 160°- 179°)

Corner element 90° (EE)

Double passdoor (DTZ) 
(left / right) with carrier profile

Smart solutions for flexible and, at the same 
time, open spatial designs: With full-wall 
elements and various door types, Varitrans 
Straightline offers huge scope for individual 

layouts and usage options - even with safety 
components such as self-locking panic locks 
(SVP) or connection to alarm systems.

16

Portal frame door (DT-H)Passdoor (DT)
with carrier profile

Fixed full height passdoor, electrical 
(FTE), in combination with TA

Swing door with  
bottom door closer (PT)

	Standard equipment

	Optional
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THREE DESIGNS
FOR ELEMENT EDGES
Edge protection customised
for each application

18

A pure fully glass look and feel is offered by Varitrans 
Straightline (left), increased edge protection and tightness is 
offered by the Straightline in the profile glass version.

Fully glass, glass with a seal
or with an aluminium profile

Thanks to an optional transparent glass seal 
on the vertical edge of the glass, it provides 
effective protection against draughts. An even 
tighter seal is achieved by the profile glass 
version with aluminium profile and overlap-
ping sealing lips.

The glass seal retains
its tightness and is 
virtually invisible  
when the partition  
is moved out.
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Comfort Straightline element with support profile  
only for configurations with a manual door
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FUNCTIONALITY  
AND AESTHETICS  
PERFECTLY COMBINED

Varitrans Straightline

Benefits

Description Movable glass partition system with straight-lined design profiles  
and a uniform look and feel

Design Fully glass (straight-lined horizontal profiles) 

Application area Interior

Dimensions

Element width in mm 800 – 1,250

Element height in mm (max.) 4,000 ( (full-wall element, swing door and portal frame door)
3,600 (passdoor, manual)

Element weight in kg (max.) 150 (full-wall element, swing door and portal frame door)
120  (passdoor) 

Glass thickness in mm TSG 10 (up to LH 2,500), ESG 12 (from LH 2,500), LSG 12.8

Design

Hardware fittings Horizontal aluminium clamping profiles, aluminium covers,  
double brush seals at the top
Optional: double brush seals at the bottom

Equipment

Element types Fullwall element, movable, fixed elements, door elements (stationary and movable)

Element locking Locking of elements against each other; by interlocking with profile pins  
offering anti-thrust protection, also with floor bolt during manual operation

Manual operation (M) Manual movement of elements

Premium operation fully automatic  
(ComfortDrive)

Fully automatic movement of elements, with floor guide

Safety (optional) - �Panic lock and self-locking panic locks (SVP) for automatic locking
- Barrier element (block lock) to arm intruder alarm systems

7
5

72

G-track
Mechanically coded junction 
technology with curves and 
switches for light and easy 
manoeuvrability.

ComfortDrive
Rail system for fully automatic 
systems. Narrow profiles, slim rail 
structure.

R-track
Track system for right-angled 
configurations with cross-roller 
carriers (only for basic elements 
without upper locking mech-
anism). Manual passdoor not 
possible.

98

8
2

Vertical 

Basic Straightline element  
without support profile
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EASY PARKING
IN CONFINED SPACES
Parking solutions for  
various spatial situations

The individual elements of the Dorma Hüppe 
Varitrans system can be operated either as 
easy-sliding manual systems or with fully  
automatic control. In the parked position, they 
stack together compactly, enabling them to  
be housed within the smallest of areas for  
maximum spatial efficiency. 

The entire glass wall can also appear to com-
pletely disappear within a niche. Depending  
on the available space, there are various stan-
dard solutions, some of which are illustrated  
by the following images. 

Parking in a closed niche

Parallel parking in the niche

Right and left parking

90° parking in an open niche

A selection of various space-saving parking solutions Suspension assemblies
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Each installation situation requires 
the right suspension assembly. 
Varitrans offers a range of solutions  
to suit every requirement.

The examples show a number of 
common suspension assemblies  
of the partition rails including a  
narrow alternative (ABH-19K) and  
an assembly with integral vibration 
damping (ABH-32K).

© Thomas Wunderle
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